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I monoblocchi Vi500 sono pensati per il
piccolo/medio produttore, non necessi-
tano di cambi formato di convogliatori o
coclee e si adattano a produzione di
piccoli lotti a basso costo.

La riempitrice a caduta ¢ dotata di 4
valvole, mentre la tappatrice ¢ dotata di
erogatore elettrico automatico per tappi
raso. E possibile installare una tappatrice
per tappi corona o vite in alternativa alla
tappatrice sughero.

Il controllo del processo produttivo ¢
elettro-pneumatico ed ¢ comandato da un
display Touch Screen.
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Kit per tappatura sottovuoto

Soffiatrice\sciacquatrice manuale
Ciclo automatico di pulizia e sanificazione
Iniezione Azoto/CO2 pre-tappatura

The Monoblocks Vi500 are designed for
the little/medium producer. They don’t
need the format changeover of conveyors
and screws. They are suitable to a pro-
duction of small batches at low cost.

The Filling Machine for gravity is
equipped of 4 spouts, while the Corking
Machine is equipped of automatic electri-
cal dispenser for corks. As an alternative
of the Corking Machine, you can install a
Capping Machine for crown or screw caps.
The production process control is
electro-pneumatic and it is controlled by
a Touch Screen display.

Manual Washer/Rinser
Automatic cycle of cleaning and sanitization
N2/CO2 Injection before corking
Kit for vacuum corking

PRODUZIONE / PRODUCTION

200-500 bott/h

POTENZA / POWER 1,5 kW

PRESSIONE ARIA / AIR PRESSURE

6 BAR

PESO / WEIGHT 250 Kg
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